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NPIC, TP-14-02 


EXTENDED CAPABILITY OF THE KH-4 CAMERA SYSTEM 


Capability of the KH-4 camera system has | 


been extended to include a “mono-mode’ to 
permit the obtaining of photography over certain 
dreds wg, areas of marginal interes:, pre- 
d:cte!d keavy cloud cover, or duplicate cover- 
age! with go misumum expenditure of film. This 
ts accomplished by no: operating one of the 
sunoramic cameras. Consequently, stereo cov. 
erage will NO? exis? OVEY Nese areas. 


(ye ration of the forward and aft canwras— 


will be alternated in order to balance the con- 
suingiion of film. Chis “mono-mode” will be 
used e:ther for a compivte pass or fora section 
of spit pasees. | 

balm cihing will be identical wo the pre- 
seat tithing excep: for the addition of the 
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letter “M" (mono-mode; or 'S” stereo-mode, 


_ preceding the camera designation. Forexample: 


Paw 


y Frame Vbede (neta Mes stun Dnt: 
Dus me u A met? Ss 20 ee 
33 Wav » Feu a] +04 G2 


Frames wl) continue to be numbered con- 


aecutively by pass; however, when the mono- 


mode is operated, there will be an unbalanced 
number of frames for the forward versus 
tne aft camera. a 

‘The stellar-index camera wall operate only 
when the forward panoramic camera operates, 


either in stereo Or mono-mode. | 
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